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Brick

Cassiano

SHERA Deco Board
NEW

NEW

NEW
Allow your space to show off its strikingly beautiful texture and architectural 
dimension with SHERA Deco Board. These beautiful patterns are crafted to go 
with several designs, making your home decor project more unique and 
outstanding than ever. Brick Straight Grain

V-Groove 3"

Straight Grain
V-Groove 4"

Cassiano

StuccoRocco

Blossom Drop

SHERA Deco Board comes with a full range of properties including resistance to 
weather, water, moisture and fire which are the key components in terms of 
functionality. It’s also soundproof and impact-resistant, which is ideal for both 
internal and external decorative applications. Installation is easy with screwing, 
cutting and drilling. In a word, SHERA Deco Board gives you a very convenient 
way to make your room look perfect. 

Color
Quantity

(pc./sq.m.)

0.34

0.35

0.35

0.34

0.34

Product Information

27.91

Decorative interior 
and exterior walls

Application area
Size (mm.)

(Thickness*Width*Length)
Weight
(kg./pc.)

6 x 1220 x 2440

27.916 x 1220 x 2440  Brick

26.42

27.91
Straight Grain
V-Groove 3" 6 x 1220 x 2440  

Straight Grain
V-Groove 4" 8 x 1200 x 2400

6 x 1200 x 2400

Texture

36.05Uncolored

Cassiano/
Stucco/Rocco/
Drop/Blossom

37.26Cassiano 8 x 1220 x 2440

NEW

NEW

NEW
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• Aesthetic look • Durable  • Fast & easy installation

Straight Grain
V-Groove 3"
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SHERA Board

SHERA Fiberglass Mesh Tape
Used for taping the joints of 
SHERA Wall Board, Inclined edge

SHERA Acrylic Jointing Compound
For interior work; used for plastering 
joints of SHERA Wall Board,
Recessed edge, together with
SHERA fiberglass mesh tape.

SHERA Flexible Jointing Compound
Smooth ceiling plastering work 
requiring high flexibility together 
with fiberglass mesh tape

SHERA flexible 
jointing compound

SHERA fiberglass
mesh tape

SHERA sealant PU25
For sealing joints of interior 
and exterior works

SHERA barrel gun
Used with Sealant 
Size 310 and 600 ml.

For wooden structureFor steel structure
1-3.2 mm thick

For steel structure
0.55-1.2 mm thick

SHERA screw fix - b SHERA screw fix - w SHERA screw fix - t

Structure Type SHERA Screws to be used with SHERA BOARD having several thickness (mm)

Galvanized steel structure 
0.55-1.0 mm thick

SHERA BOARD Thickness

Wooden structure

Structural steel 1.0-3.2 mm thick FIX-W25Not recommended

FIX-T11/4”

FIX-B20 FIX-W20 FIX-W25 Not recommended

FIX-T11/4” FIX-T11/4” FIX-T11/4”

FIX-W32 FIX-W45

6-8 mm.3.2-6 mm. 10-12 mm. 15-20 mm.

Schedule of Recommended Fixing of SHERA BOARD with SHERA Screws

SHERA cement 
jointing compound

Electric saw CutterFiber cement cutter Electric screw driver

SHERA Concrete
Bonding Agent

Tools and Equipment
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Packing : 250 pcs/box

Golden Sand Teak Cheznut Brown

Tropical OakWenge Brown

SHERA Floor Plank Color Through Area Coverage( m2 /box ) 

30 mm
25 x 150 x 3000 mm. 
25 x 200 x 3000 mm. 
25 x 150 x 3000 mm. 
25 x 200 x 3000 mm.

SHERA Screw FIX-W
Screws for installing SHERA wood to wood 
sub flame. Screw heads are embedded firmly 
into the wood to create neater finish than 
conventional screws.
Quality Class: 2
Length (inch): 1 ½ and 1 ¾
Diameter: No. 8
Packing
FIX-W32G8 = 500 pcs/box 
FIX-W45G8 = 250 pcs/box

SHERA Screw FIX-T
Screws for installing SHERA wood to wood 
sub flame. Screw heads are embedded 
firmly into the wood to create neater finish 
than conventional screws.
Quality Class: 2
Length (inch): 1 ½ and 1 ¾
Diameter: No. 8
Packing 
FIX-T 1¼ = 500 pcs/box
FIX-T 1¾ = 250 pcs/box

SHERA Acrylic Paint
Available for all colors for painting 
screw heads and wood cutting 
Packing 0.525 liter Application 
quantity 10 sq.m./liter

SHERA Barrel Gun
For using with SHERA Sealant PU 25
For both 310 ml and 600 ml

SHERA Sealant PU 25
For jointing gaps
SHERA Product Packing 310/600 ml

Characteristics
of frames

Installation on
wood frame

SHERA screws
FIX-T 1¼”

SHERA screws
FIX-T 1¼”

SHERA screws
FIX-T 1¾”

SHERA screws
FIX-T 1¾”

Installation on
steel frame

SHERA screws
FIX-W32G8

SHERA screws
FIX-W32G8

SHERA screws
FIX-W45G8

SHERA screws
FIX-W45G8

SHERA Plank / SHERA Splendid Plank
SHERA Skirt and SHERA Strip

SHERA Eaves
(lower unit)

SHERA Eaves
(upper unit)

SHERA Floor Plank
and SHERA Décor Wood

SHERA Corner Piece,
Smooth Texture
For internal and external wall cornering 
Size (cm): 0.6 x 8 x 305

Packing : 36 pcs/boxSHERA Clip-Lock 
SHERA Screw

SHERA Flooring Clip-Lock Set
It is made for installing wood floor Clip-Lock models, to address all 
your needs. Whether applied on wood or steel structures, it is 
quick to install, and does not require touch-up paint on 
screwheads. The job is done easier and faster.

40 mm

10
6.5

12.5
8

SHERA Plug Consumption
Frame Spacing

SHERA Plug
Perfect your floor without having to touch up 
screw heads with this new approach.

SHERA Wood



SHERA Board
Technical Specification

Product Comparison 

Physical Properties

Fire Resistance Properties

Durability Properties

Thickness Tolerance
Density
Modulus of Rupture
Modulus of Elasticity
Water Absorption
Moisture Content
PH Value
Thermal Conductivity
Acoustic Insulation

Moisture Movement
Length change due to water absorption
 Water Tightness

Ignitibility
Fire Propagation Index
Surface Spread of Flame
Fire resistance of partitions
Smoke Index
Single Burning Item
Fire Classification
Building Combustibility

Freeze/Thaw resistance
Warm water resistance
Heat/Rain resistance
Soak/Dry resistance

ASTM C1185
ASTM C1185
ASTM C1185

-
ASTM C1185
ASTM C1185

-
ASTM C177

ASTM E90-97

ASTM C1185
JIS A5414

ASTM C1185

BS476 Part 5
BS476 Part 6
BS476 Part 7

BS476 Part 22
ASTM E84-00a

EN 13823 : 2002
EN 13501-1 : 2002

CNS 6532

ASTM C1185 
and BS EN 12467:2000

%
Kg/cm3

Mega Pascal
Mega Pascal

%
%
-

Watt/m Kelvin Degree
Decibel 

%
%
-

1350 + 50
> 7 MPa (Wet)

≥ 2500
< 35%
< 15%

7-8
0.15 W/m.K

+ 0.04%
< 0.10 %

Pass

-
-
-

minute
-
-
-
-

-
-
-
-

Pass
Pass
Pass
Pass

Pass
I = 0.4
Class 1

30 - 132
0

Pass
A1

non-combustibility

Standard Unit Test Result

*Remark : SHERA BOARD has passed the test by Australia/New Zealand Standard (AS/NZ 2908:2:2000) and EU Standard (BS EN 12467: 2000) 
  by PSB Corporation Singapore and TIS 1427-2540 certifying fiber-cement tiles in Thailand.

STC = 30 dB 
(6 mm single board)
STC = 50 - 60 dB 

(10 mm composite wall)

BS EN 12467:2000

Non Combustibility Test BS476 Part 4 - non-combustibility

Thickness Tolerance % , mmASTM C1185 ± 10% (Thickness ≤ 8 mm)
± 6% (Thickness > 8 mm)

Movement and Piling

Pile the boards up at shady and on 
the flat and dry ground. The boards 
should be supported by 5 pieces of 
wood of 1.5”x3” wide as indicated 
in the schedule. Do not install and 
paint the board in wet condition. 

Always raise the board vertically
by raising the two ends

4
6
8

10
12
15
18
20

300
225
150
120
105
90
75
60

Thickness
(mm.)

Piling not
exceeding (pcs)
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Fiber Composite WPC Real Wood Aluminum composite

Weather resistance
Dimensional stability, non wrapping
Insect and rot resistance
UV resistance
Eco friendly
Low maintenance 
Fire resistance A1 Class
Sound reduction
Thermal insulation



SHERA Wood

•SHERA
  Plank

•SHERA Strip,
  Teak Texture

•SHERA
  Splendid
  Plank

•SHERA Skirt

•SHERA
  Laminate 
  Skirt

•SHERA
  Fence

•SHERA
  Baluster

•SHERA
  Ceiling
  Skirt

•SHERA
  Filler Unit

•SHERA
  Floor Plank
  30 mm thick

•SHERA
  Stair Tread

•SHERA
  Strip, 
  Smooth 
  Texture

•SHERA
  Strip, 
  Straight 
  Grain
  Texture

Properties           Standard   Unit •SHERA
  Door
  Frame

16 mm thick

•SHERA
  Eaves

•SHERA
 Stair Tread

•SHERA
  Décor Wood

 
  

25 mm thick

•SHERA
  Floor Plank

•SHERA
  Décor

9. Non-inflammability BS476  Part 4                  Pass                  Pass                 Pass                   Pass                Pass                 Pass               Pass          Pass      Pass   Pass

Physical Properties

Fire Resistance Properties

Durability Properties

1. Thickness tolerance            ASTM C1185 mm.             ± 10%               ± 6%                 ± 6%                ± 10%          ± 10%                ± 6%              ± 10%      ± 6%       ± 6%      ± 6%

2. Density  ASTM C1185 kg./m3      1300-1400     1300-1400     1300-1400    1300-1400   1300-1400    1300-1400    1300-1400   1300-1400     1300-1400       1300-1400

3. MOR (Avg)  ASTM C1185 MPa                 -               ≥ 9 (WET)               -                        -                     -                     -               -       -     - -

4. MOR (MD)  ASTM C1185 MPa                 -                      -               ≥ 12 (EMC)       ≥ 12 (EMC)             -               ≥ 12 (EMC)              -                 ≥ 11 (EMC)         ≥ 11 (EMC)       ≥ 11 (EMC)

5. Toughness (MD)            - J/m2         ≥ 12 (EMC)              -               ≥ 10 (EMC)        ≥ 7 (EMC)       ≥ 12 (EMC)       ≥ 10 (EMC)        ≥ 9 (EMC)      ≥ 12 (EMC)       -       n.a.

6. Water Absorption  ASTM C1185 %                ≤ 35               ≤ 35                ≤ 35                  ≤ 35                 ≤ 35                  ≤ 35              ≤ 35        ≤ 35        ≤ 35   ≤ 35

7. Moisture  ASTM C1185 %                ≤ 15               ≤ 15                ≤ 15                  ≤ 15                 ≤ 15                  ≤ 15              ≤ 15      ≤ 15     ≤ 15  ≤ 15

8. pH value ISO  10390:2005                     7                     7                      7                       7                    7                     7               7      7      7 7

10. Inflammability BS476  Part 5                  Pass                  Pass                 Pass                   Pass                Pass                  Pass               Pass      Pass      Pass   Pass

11. Fire Propagation Index BS476  Part 6                  Pass                  Pass                 Pass                   Pass                Pass                  Pass               Pass      Pass      Pass   Pass

12. Surface Spread of Flame BS476  Part 7                         Pass                  Pass                 Pass                   Pass                Pass                 Pass               Pass      Pass      Pass   Pass

13. Freeze / Thaw Resistance  ASTM C1185                          Pass                 Pass                 Pass                   Pass                Pass                  Pass               Pass      Pass      Pass  Pass  

14. Warm Water Resistance  ASTM C1185                           Pass                 Pass                 Pass                   Pass                Pass                  Pass               Pass      Pass      Pass  Pass

15. Heat / Rain Resistance  ASTM C1185                           Pass                 Pass                 Pass                   Pass                Pass                  Pass               Pass      Pass      Pass  Pass  

16. Soak / Dry Resistance   BS EN 12467                                Pass                 Pass                 Pass                   Pass                Pass                  Pass               Pass      Pass      Pass Pass  

Testing Institutions

SHERA Wood Storage
• Do not stack SHERA Wood Product
   more than 100 cm high and a piece
   of wood should be put under
   SHERA wood product each 50 cm height
   along  the width of SHERA Wood Product.

• SHERA Wood Product should be stacked
    in a dry, flat place and covered with
    canvas or plastic to ensure equilibrium
    moisture content prior to installation.
    Do not install SHERA Wood Product
    in wet condition as it may cause cracks
    due to stretching or shrinkage at the
    gaps screw or nail holes.

Technical Specification
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Colors of products shown in pictures may differ from the actual products due to printing system.
We reserve the right to modify any of the information in this document without prior notice.
Version : April 2024

SHERA Public Company Limited (Head Office)
2426/3 Mahaphant Building, Chareonkrung Road, Bangkorlhaem, Bangkok 10120, Thailand
SHERA call Center : +662 289 9888     E-mail : callcenter@shera.com 

SHERA DOMOTEX 


